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F.A: TOTAL SHEET
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" cooK 59 2

LIST OF HIGHWAY STANDARDS 1362 | 06-00047-00-LS

000001-05 NDARD SYM ' S e
-05 STANDARD SYMBOLS, ABBREVIATIONS AND PATTERNS . i
280001-04 TEMPORARY EROSION CONTROL SYSTEMS 5. DRAINAGE 1L WATER, STORM SEWER, AND SANITARY SEWER LFED. ROAD DIST. 0. |ILLINOIS | FED. AID PROJECT
353001-04 PCC BASE COURSE WITH HMA BINDER AND SURFACE COURSES
424001-05 CURB RAMPS FOR SIDEWALK A. THE COST OF CONNECTING EXISTING STORM SEWERS TO THE PROPOSED DRAINAGE SYSTEM IV S NS A R o e ot v QA S M L e L L
442101-07 CLASS B PATCHES AND CONNECTING PROPOSED STORM SEWER TO EXISTING STRUCTURES SHALL BE CONSIDERED SEWERS OR OATGH BASING. W Sl PROVIDE FACILITIES TO TAKE IN ALL STORM WATER
442201-03 CLASS C & D PATCHES INCIDENTAL TO THE CONTRACT, HOWEVER, THE NECESSARY PIPE USED WILL BE PAID FOR AT WHICH WILL BE RECEIVED BY THESE DRAINS AND. SEWERS AND DISCHARGE THE SAME. HE
602001 CATCH BASIN, TYPE A THE CONTRACT UNIT PRICE FOR “STORM SEWER“ OF THE SIZE REQUIRED. SHALL PROVINE AND MAINTAIN AN EFETCIENT PUMPING PLANT. 1F NECESSARY. AND A
602011 CATCH BASIN, TYPE C : IATER RECEIV
602301-01 INLET, TYPE A B. _ DURING THE CONSTRUCTION OPERATIONS WHEN ANY LOOSE MATERIAL IS DEPOSITED IN THE Ll T iy PN LW
602401-01 MANHOLE, TYPE A FLOW LINE OF DITCHES, GUTTERS OR DRAINAGE STRUCTURES SO THE NATURAL FLOW OF WATER WITH SEWERS ARE BUILT AND IN SERVICE. THIS WORK WILL NOT BE PAID FOR SEPARATELY.
602406-02 MANHOLE, TYPE A, 1800 mm (72”) DIAMETER IS OBSTRUCTED, THE MATERTAL SHALL BE REMOVED AT THE CLOSE OF EACH WORKING DAY. AT BT SHALL BE INCLUDED I THE CONTRACT
602601-01 PRECAST REINFORCED CONCRETE FLAT SLAB TOP THE CONCLUSION OF THE CONSTRUCTION OPERATIONS ALL DRAINAGE STRUCTURES SHALL BE :
602701-01 CAST IRON STEPS FREE FROM ALL DIRT AND DEBRIS CAUSED BY THE CONSTRUCTION. THIS WORK WILL NOT BE JUSTMENT
604001-02 FRAME AND LIDS, TYPE 1 PAID FOR SEPARATELY BUT SHALL BE CONSIDERED INCIDENTAL TO THE CONTRACT. B L RS T oD A AR S N A PO N I TION, A S TMENT
604036-01 GRATE, TYPE 8 HOLES, OO T AND THE FOLLOWING:
606001-03 CONCRETE CURB TYPE B AND COMBINATION CONCRETE CURB AND GUTTER C. FRAME ELEVATIONS GIVEN ON THE PLANS ARE ONLY TO ASSIST THE CONTRACTOR IN L T e R D R O O O R Tie WORD sy ORMe:
701301~02 LANE CLOSURE, 2L, 2W, SHORT TIME OPERATIONS DETERMINING THE APPROXIMATE OVERALL HEIGHT OF THE STRUCTURE. FRAMES ON ALL AL L0219 BE DokD ON ANy e Re e FALL BEAR THE WORDS MCANITARY".
701501-04  URBAN LANE CLOSURE, 2L, 2W, UNDIVIDED NEW STRUCTURES WILL BE ADJUSTED TO THE FINAL ELEVATION OF THE AREA IN WHICK THEY AL LIos 10 OF USED ON WATER SesTom STRUCIRES oA L BEAR. THE WORDS *WATER”.
701502-02 URBAN LANE CLOSURE, 2L, 2W, WITH BIDIRECTIONAL LEFT TURN LANE ARE LOCATED AS PART OF THE STRUCTURE COST. This ALl UBE CONSIDERED INCIDENTAL To THE FRAME AND LID. PROVIDED.
701602-03  URBAN LANE CLOSURE, MULTILANE. 2W WITH BIDIRECTIONAL LEFT TURN LANE
606-05 URBAN LANE CLOSURE, MULTILANE, 2W WITH MOUNTABLE MEDIAN ! : : ‘

701701-05 URBAN LANE CLOSURE, MULTILANE INTERSECTION D LONTNAGE STRUCTURE OFFSETS AS SHOWN ON THE PLANS ARE GIVEN TO THE FOLLOWING THE VILLAGE MAY ASSIST THE CONTRACTOR IN THE INITIAL LOCATING OF ‘THE EXISTING SANITARY AND
701801-03 LANE CLOSURE, MULTILANE LW OR 2W CROSSWALK OR SIDEWALK CLOSURE (A) FOR STRUCTURES FALLING IN THE CURB LINE - TO THE EDGE OF PAVEMENT. (8) FOR WATER SERVICES TO THE INDIVIDUAL RESIDENCES WITHIN THE PROJECT LIMITS.
701901 TRAFFIC CONTROL DEVICES ALL OTHER STRUCTURES — TO THE CENTER OF THE STRUCTURE. THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING KNOWLEDGE OF THE LOCATIONS OF
780001-01 TYPICAL PAVEMENT MARKINGS RIM ELEVATIONS SHOWN ON THE PLANS FOR DRAINAGE STRUCTURES IN THE CURB LINE ARE THESE SERVICES. THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING AS-BUILT KNOWLEDGE
781001-02 TYPICAL APPLICATION RAISED REFLECTIVE PAVEMENT MARKERS THE EDGE OF PAVEMENT GRADE. FLAT TOPS AND CONES ARE TO BE TURNED SO THAT THE FRAME OF THE LOCATION OF THE NEWLY INSTALLED SERVICES AND MAINS. THE VILLAGE WILL NOT BE
814001-01 HANDHOLES IS CLOSEST TO THE CENTERLINE OF THE ROAD, UNLESS OTHERWISE NOTED ON THE STRUCTURE RESPONSIBLE FOR LOCATING NEW MAINS OR SERVICES FOR THE CONTRACTOR. FOR THE DURATION

GENERAL_NOTES

ALL CONSTRUCTION SHALL BE DONE IN ACCORDANCE WITH THE “STANDARD SPECIFICATIONS
FOR ROAD AND BRIDGE CONSTRUCTION”, ADOPTED JANUARY 1, 2007: THE “SUPPLEMENTAL
SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS”, ADOPTED JANUARY 1, 2008: THE
LATEST EDITION OF THE “ILLINOIS MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES FOR
STREETS AND HIGHWAYS” (IMUTCD), “FOR WATER AND SEWER MAIN CONSTRUCTION IN ILLINOIS”
MAY 1996 FIFTH EDITION, THE “DETAILS” IN THE PLANS AND THE “SPECIAL PROVISIONS”
INCLUDED IN THE CONTRACT DOCUMENTS.

WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED, THE ENGINEER SHALL BE
NOTIFIED BEFORE THE MONUMENTS ARE REMOVED. THE CONTRACTOR SHALL CAREFULLY PRESERVE
ALL PROPERTY MARKS AND MONUMENTS UNTIL THE OWNER, AUTHORIZED SURVEYOR OR AGENT HAS
WITNESSED OR OTHERWISE REFERENCED THEIR LOCATION.

THE CONTRACTOR WILL BE REQUIRED TO RELOCATE OR REMOVE AND REPLACE SIGNS WHICH
INTERFERE WITH HIS CONSTRUCTION OPERATIONS, AND TO TEMPORARILY RESET ALL SUCH SIGNS
DURING CONSTRUCTION OPERATIONS. THIS WORK WILL BE CONSIDERED AS INCIDENTAL TO
THE CONTRACT. IN ACCORDANCE WITH ARTICLE 107.25 OF THE STANDARD SPECIFICATIONS.

ALL WORK INVOLVING SIGNS SHALL BE GOVERNED BY THE FOLLOWING REQUIREMENTS:

A, SIGNS SHALL NOT BE MOVED UNTIL PROGRESS OF WORK NECESSITATES IT.

B. EVERY SIGN REMOVED MUST BE RE-ERECTED AT A TEMPORARY LOCATION IN A WORKMANLIKE
MANNER AND BE VISIBLE TO TRAFFIC FOR WHICH IT IS INTENDED. ALL SUCH SIGNS MUST BE
MAINTAINED STRAIGHT AND CLEAN FOR THE DURATION OF THE TEMPORARY SETTING,

C. ALL SIGNS SHALL BE RE-ERECTED IN PERMANENT LOCATIONS AS THE ROADWAY IS COMPLETED.
HORIZONTAL LOCATION FROM THE EDGE OF PAVEMENT SHALL BE AS DESIGNATED BY
THE ENGINEER.

D. ALL UNUSED SIGNS WILL BE RETURNED TO THE VILLAGE OR DISPOSED OF AS DIRECTED
BY THE ENGINEER.

E. LONGER POSTS MAY BE REQUIRED AT SOME TEMPORARY OR PERMANENT SIGN LOCATIONS TO
MAINTAIN PROPER SIGN ELEVATIONS.

EARTH EXCAVATION

A, EXCAVATION REQUIRED TO CLEAN SIDE ROAD DITCHES, CONSTRUCT DRIVEWAYS OR CONSTRUCT
SIDE ROAD APPROACHES SHALL BE CONSIDERED INCIDENTAL TO EARTH EXCAVATION.

B. ALL SUITABLE EXCESS MATERIAL FROM SEWER TRENCHES, WIDENING, SIDEROADS, ENTRANCES OR
OTHER NECESSARY EXCAVATIONS SHALL BE USED IN THE CONSTRUCTION OF THE ROADWAY.
PLACEMENT AND COMPACTION OF THIS MATERIAL SHALL BE CONSIDERED INCIDENTAL TO EARTH
EXCAVATION AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED.
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IN THE PLANS OR EXISTING UTILITY CONFLICT PROHIBITS.

ASSUMED TO BE ECCENTRIC.
E. ASPHALT OR CONCRETE PAVEMENT CROSSINGS SHALL NOT BE LEFT IN GRAVEL OVERNIGHT.
THIS WILL INCLUDE THE MAIN ROAD AND SIDE STREETS. TEMPORARY ASPHALT PATCHING AT
THE CONTRACTOR'S EXPENSE MAY BE USED IN LIEU OF IMMEDIATE PAVEMENT REPLACEMENT.
ALL OPENINGS IN EXISTING DRAINAGE STRUCTURES AND PIPES RESULTING FROM STORM
SEWER/PIPE CULVERT REMOVAL SHALL BE PLUGGED IN ACCORDANCE WITH SECTION 550.05 OF
THE STANDARD SPECIFICATIONS. THIS COST WILL BE INCLUDED IN THE ASSOCIATED STORM
SEWER/PIPE CULVERT REMOVAL ITEM,
G. ALL NON-WATER MAIN QUALITY CONCRETE STORM SEWER PIPES WILL HAVE

RUBBER GASKET JOINTS,

ALL FLAT TOPS AND CONES ARE

1

-

6. DRIVEWAYS OR ENTRANCES
A. THE CONTRACTOR SHALL CONSTRUCT ALL COMMERCIAL AND PRIVATE DRIVEWAYS IN
ACCORDANCE WITH THE PLANS AND/OR AS DIRECTED BY THE ENGINEER. THE FOLLOWING MINIMUM
REQUIREMENTS SHALL BE MET:

1) ASPHALT DRIVEWAYS- (ASPHALT)
HOT-MIX ASPHALT SURFACE COURSE, MIX “C” N50-1 1/2"
HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N50-2 1/4”
SUB-BASE GRANULAR MATERIAL, TYPE B, 4"

2) CONCRETE DRIVEWAYS- (CONC)
PORTLAND CEMENT CONCRETE DRIVEWAY PAVEMENT, 9 INCH
AGGREGATE BASE COURSE, TYPE B 3

7.  ALL ELEVATIONS SHOWN ON THESE PLANS ARE ON N.G.V.D. OF 1929 DATUM.

8. ANY REFERENCE TO STANDARDS IN THE PLANS OR SPECIAL PROVISIONS SHALL BE INTERPRETED
TO BE LATEST STANDARDS OF THE DEPARTMENT.

9. THE CONTRACTOR SHALL GIVE NOTICES AND COMPLY WITH APPLICABLE LAWS, ORDINANCES,
RULES, REGULATIONS AND LAWFUL ORDERS OF ALL PUBLIC AUTHORITIES BEARING ON SAFETY
OF PERSONS OR PROPERTY OR THEIR PROTECTION FROM DAMAGE, INJURY OR LOSS.

10. UTILITIES
A, THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING THE OWNERS OF ALL EXISTING

FACILITIES SO THAT THE UTILITIES AND THEIR APPURTENANCES MAY BE LOCATED AND 13.

ADJUSTED OR MOVED, IF NECESSARY, PRIOR TO THE START OF CONSTRUCTION OPERATIONS.
THE CONTRACTOR SHALL COOPERATE WITH ALL UTILITY OWNERS AS PROVIDED FOR IN THE
STANDARD SPECIFICATIONS.

B.  THE LOCATIONS OF EXISTING DRAINAGE STRUCTURES, STORM AND SANITARY SEWERS, WATER
SERVICE LINES, AND OTHER UTILITY LINES ARE APPROXIMATE. THEIR EXACT HORIZONTAL AND
VERTICAL LOCATIONS ARE TO BE DETERMINED IN THE FIELD BY THE CONTRACTOR AT HIS OWN
EXPENSE.

C.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL UNDERGROUND OR
SURFACE UTILITIES EVEN THOUGH THEY MAY NOT BE SHOWN ON THE PLANS. ANY UTILITY
THAT IS DAMAGED DURING CONSTRUCTION SHALL BE REPAIRED OR REPLACED TO THE
SATISFACTION OF THE ENGINEER. THIS WORK SHALL BE AT THE CONTRACTOR’S EXPENSE.

D.  BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL “JULIE” AT
800-892-0123 FOR FIELD LOCATIONS OF BURIED ELECTRIC, TELEPHONE, GAS AND CABLE
TELEVISION FACILITIES (48 HOURS NOTIFICATION IS REQUIRED.)

E.  THE CONTACT FOR TRAFFIC SIGNALS AND ROADWAY LIGHTING WILL BE LARRY KESLINKE,
708-410-5314 :

2.

OF THE CONTRACT, THE CONTRACTOR SHALL MAKE THE AS-BUILT UNDERGROUND UTILITY
INFORMATION AVAILABLE TO THE VILLAGE WHENEVER REQUESTED.

FOR WATER MAIN SHUT OFFS, THE CONTRACTOR SHALL GIVE THE CITY A MINIMUM OF 48 HOURS
NOTICE. THE VILLAGE SHALL PROVIDE NOTIFICATION FORMS AND DETERMINE THE LIMIT OF THE
AFFECTED AREAS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR DISTRIBUTION OF THE
NOTIFICATION FORMS TO ALL AFFECTED RESIDENTS AT LEAST 24 HOURS PRIOR TO SHUT OFF. ALL
SHUT OFFS SHALL BE FOR A MAXIMUM TIME OF FOUR {4) HOURS. :
THE CONTRACTOR SHALL NOT OPEN OR SHUT ANY WATER VALVES OR FIRE HYDRANTS WITHOUT
PRIOR AUTHORIZATION FROM THE VILLAGE WATER DEPARTMENT. UNAUTHORIZED USE SHALL
SUBJECT THE OFFENDER TO ARREST AND PROSECUTION.

MISCELLANEQUS
A,

ACCESS: THE CONTRACTOR SHALL PROVIDE ACCESS TO ABUTTING PROPERTY AT ALL TIMES
DURING THE CONSTRUCTION OF THIS PROJECT, EXCEPT FOR PERIODS OF SHORT DURATION.
THE COST TO PROVIDE TEMPORARY ACCESS DRIVE SHALL BE PAID FOR AND INCLUDED IN THE ITEM
AGGREGATE FOR TEMPORARY ACCESS”.

B. DEPRESSED CURBS ACCESSIBLE TO THE HANDICAPPED SHALL BE PROVIDED AT ALL

C.

D.

CROSSWALKS ADJACENT TO SIDEWALK AND SHARED USE PATH.
TYPE “A” SIDEWALK RAMPS FOR THE HANDICAPPED SHALL BE INSTALLED AT ALL INTERSECTING
STREETS (SEE STANDARD 424001 FOR CONSTRUCTION DETAILS). ‘
DETECTABLE WARNINGS, PAID FOR UNDER “BRICK PAVERS”, SHALL BE PLACED IN SIDEWALK BEHIND
DEPRESSED CONCRETE CURB AND GUTTER. =

E.

ALL SAWCUTTING SHALL BE INCIDENTAL TO REMOVAL ITEMS AND SHALL BE PERFORMED PRIOR
TO BEGINNING REMOVAL. ANY ITEMS OF WORK REMOVED PRIOR TO SAWCUTTING -WILL NOT BE
MEASURED FOR PAYMENT.

14,

C.

THE THICKNESS OF ASPHALT MIXTURES SHOWN IN THE PLANS ARE NOMINAL. DEVIATIONS
MAY OCCUR DUE TO IRREGULARITIES IN THE SURFACES OR BASIS ON WHICH THEY ARE TO BE
PLACED, PLAN THICKNESSES SHOULD BE CONSIDERED THE MINIMUM THICKNESS PERMITTED.

PLEASE CONTACT WALTER CZARNY, IDOT TRAFFIC FIELD ENGINEER @ 773-685-8386
A MINIMUM OF (2) WEEKS PRIOR TO FINAL PAVEMENT MARKING PLACEMENT.

LANE CLOSURES
A,

THE CONTRACTOR SHALL WORK EXPEDITIOUSLY TO OPEN TRAFFIC LANES CLOSED DUE TO
ROADWORK. THE ENGINEER SHALL BE THE SOLE JUDGE OF WHEN A LANE IS READY TO BE
OPENED TO TRAFFIC.
THE OPENING OF THE LANE TO TRAFFIC SHALL BE IN ACCORDANCE WITH SECTION 107.29 OF
THE STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION.
ROADWORK REQUIRING A CLOSURE OF A LANE, WHICH HAS BEEN OPENED PREVIOUSLY TO
TRAFFIC, WILL BE ALLOWED AT THE DISCRETION OF THE ENGINEER AND UNDER THE
FOLLOWING CONDITIONS:
1) THE LANE CLOSURE SHALL ONLY BE IN EFFECT WHILE WORKERS ARE PRESENT IN OR
NEAR THE CLOSED LANE.
2) THE CLOSED LANE WILL BE REOPENED TO TRAFFIC AT THE END OF THE WORKDAY.
3) ALL TRAFFIC CONTROL DEVICES PERTAINING TO THE LANE CLOSURE SHALL BE REMOVED
FROM THE ROADWAY AT THE END OF THE WORKDAY.

INCUDED IN THIS CONTRACT ARE TEN BUS CONCRETE PLATFORMS TO BE PAID FOR
AND CONSTRUCTED AS “PCC CONCRETE SIDEWALK 5, SPECIAL” ON GUNNISON AVENUE.
THESE WILL BE LOCATED IN THE FIELD BY THE ENGINEER.
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